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Founded in the
USA as a steel drum
manufacturer by
the Rheem
brothers

Rheem expanded
internationally to Australia,
Brazil, Canada and Singapore
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Advantages of switcher power design: 
1. Voltage input range is wide.
2. Impact on power output voltage by grid 
fluctuation is small.
3. Energy conversion efficiency is high.
4. Low standby power design can be 
achieved. 
5. When all loads stop operation after turning 
off the unit, standby power consumption is 
0.5 W.

Intelligent Defrost

Wide Working Temperature

S

0.5 W Standby

Dehumidifying

Auto Restart

Cold Air Draft Prevention

•  Cooling temp range: 18oC to 43oC [64.4oF to 109.4oF]
•  Heating temp range: -7oC to 18oC [19.4oF to 64.4oF]

Air INTEGRATED HOME COMFORT
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Defrosting Defrosting

Heating Heating

Intelligent Defrost

Beautiful LED display for an attractive 
look.

LED Display

Turns the air conditioner ON or OFF 
automatically within a 24-hour period.

Timer

Dehumidifies the room efficiently.

Generally traditional defrosting works by 
setting a time interval. E.g. Defrosting 
switches on for ten minutes with an interval of 
50 minutes.

Intelligent Defrosting is only performed when
required,  which reduces energy wastage.

The heat exchanger is heated in 
advance to avoid a cold air draft.

In the case of of power shutdown, this 
feature allows for the automatic restart 
with the previous settings when the 
power resumes.

While the unit is in cooling, energy-
saving or dry mode, the sleep mode 
activates: a. After an hour, the set 
temperature increases by 1°C (2°F). 
b. After 2 hours, the set temperature 
increases by another 1°C (2°F).
Hence, the set temperature will totally 
increase by 2°C (4°F) in 2 hours and 
then the unit will continue to operate at 
this temperature.

Sleep Mode

CORE TECHNOLOGY
Standard Features

Once abnormal operation or part failure 
occurs, the unit will automatically shut-
off to protect the system. Meanwhile, it 
will indicate protection or error code for 
diagnosis.

Self-diagnosis
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Optional Features
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This smart feature utilizes the mini sensor in the remote controller, which can sense 
its surrounding temperature and transmit the signal to the indoor unit. Hence the 
indoor unit adjusts the air flow and temperature accordingly to provide maximum 
comfort.

Air INTEGRATED HOME COMFORT
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NOMENCLATURE 
System:
R D M A H E T 018 T 01

INTERNAL REVISION CODE
220-240V / 50HZ / 1PH
CAPACITY
SOURCE CODE
FIX SPEED COMPRESSOR
HEAT PUMP
R410A
WALL MOUNT
DUCT FREE
RHEEM

IDU: 
R D M A 009 01

INTERNAL REVISION CODE

CAPACITY

R410A

WALL MOUNT

DUCT FREE IDU FOR FIX SPEED 
COMPRESSOR
RHEEM

ODU:
R F E L 009 H T

220-240V / 50HZ / 1PH

HEATPUMP

CAPACITY
R410A
FIX SPEED COMPRESSOR

ODU FOR DUCT FREE

RHEEM

01

INTERNAL REVISION CODE

Model System Model Nos. IDU Model Nos. ODU Model Nos.
9000 RDMA-00901 RFEL009HT01
12000 RDMA-01201 RFEL012HT01
18000 RDMA-01801 RFEL018HT01
24000 RDMA-02401 RFEL024HT01

RDMA-HET009T01
RDMA-HET012T01
RDMA-HET018T01
RDMA-HET024T01

MODEL NUMBERS

INTEGR
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Unit RDMA-HET009T01 RDMA-HET012T01 RDMA-HET018T01 RDMA-HET024T01

-- RDMA00901 RDMA01201 RDMA01801 RDMA02401

-- RFEL009HT01 RFEL012HT01 RFEL018HT01 RFEL024HT01
Rated Voltage V� 220-240 220-240 220-240 220-240
Rated Frequency Hz 50 50 50 50
Phase --

--

Btu/h 9000 11400 18000 22500

Btu/h 9554 11900 19200 23100

W 867 1131 1805 2226

W 805 988 1667 1892

A 4.01 5.23 8.35 10.30

A 3.72 4.57 7.71 8.75

(Btu/h)/w 10.38 10.08 10.00 10.11

(Btu/h)/w 11.87 12.04 11.52 12.21

       Net Weight  kg 8.50 10.00 13.50 17.00

       Compressor Type --

       Dimension (W×H×D) mm 776×540×320 776×540×320 913×680×378 913×680×378
       Net Weight  kg 30.0 29.5 47.0 52.0

       Refrigerant --

Single
Indoor

Rotary

Rated Cooling Capacity**

Power Supply Mode

Rated Heating Capacity***

Rated Cooling Power Input**

Rated Heating Power Input***

Cooling Current

Heating Current

EER (Cooling)

Indoor Unit

Parameter

IDU Model

ODU Model

Power 
Supply

COP (Heating)

Outdoor Unit

R410A

**  (I) Entering Air D.B.T / Air W.B.T: 80.6 °F / 66.2 °F, (O) Entering Air D.B.T: 95 °F
*** (I) Entering Air D.B.T: 68 °F, (O) Entering Air D.B.T / W.B.T: 44.6 °F / 42.8 °F

Air INTEGRATED HOME COMFORT
r n ner

RDMA-HET Series

TECHNICAL SPECIFICATIONS

       Dimension (W×H×D) mm 790×275×200 845×289×209 970×300×224 1078×325×246
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Why Rheem?
American Brand with Global Reach,
Dedicated to Quality & Innovation

For continuous product improvement, Rheem reserves the right to make changes to the product specifications without notice. W
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